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“+  LED CourtBlade
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60 x 120 / 6 Fixtures Per

Court

o 528W

e 58,977 Initial Lumens

e 22’ Mounting Height

e 0.9 Light Loss Factor (LLF)
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Primary Playing Area (PPA)

Average Maintained — 40.48

PPA Max : Min — 1.97

PPA Coefficient of Variation (CV) - 0.19
PPA Uniformity Gradient (UG) - 1.50

All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200

“+  LED CourtBlade

60 x 120 / 8 Fixtures Per

Court

528W

58,977 Initial Lumens

22’ Mounting Height

0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)
Average Maintained — 50.99

PPA Max : Min — 1.62
PPA Coefficient of Variation (CV) - 0.13

PPA Uniformity Gradient (UG) - 1.32

Email: courtsider@lsi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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60 x 120 / 8 Fixtures Per

Court

o 528W

e 58,977 Initial Lumens

e 24’ Mounting Height

e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained — 49.86

PPA Max : Min — 5.11

PPA Coefficient of Variation (CV) - 0.33
PPA Uniformity Gradient (UG) - 2.12
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HoE L
o
-'II.I-EZ——-l-——- Hsz——-i-—— HSZ——qn—_ UgE

HG L4

All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200

70 x 130 / 10 Fixtures Per

Court
e 528W
58,977 Initial Lumens
e 26’ Mounting Height
0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)
Average Maintained — 48.58

PPA Max : Min — 1.75
PPA Coefficient of Variation (CV) - 0.14

PPA Uniformity Gradient (UG) - 1.27

Email: courtsider@lsi-industries.com
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=+ LED CourtBlade

70 x 130 / 16 Fixtures Per

Court
e 528W

e 58,977 Initial Lumens

e 26’ Mounting Height

e 0.9 Light Loss Factor (LLF)

HotL

Primary Playing Area (PPA)

Average Maintained — 72.82

PPA Max : Min — 1.68

PPA Coefficient of Variation (CV) - 0.12
PPA Uniformity Gradient (UG) - 1.24

All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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LED CourtBlade

All light levels are maintained footcandle levels at 3-foot above court.

120 x 120 / 6 Fixtures Per Primary Playing Area (PPA)
Average Maintained — 41.99
Court PPA Max : Min — 2.07
S28W PPA Coefficient of Variation (CV) - 0.19
58,977 Initial Lumens PPA Uniformity Gradient (UG) - 1.52
22’ Mounting Height
0.9 Light Loss Factor (LLF)

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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Email: courtsider@lsi-industries.com

All light levels are maintained footcandle levels at 3-foot above court.
120 x 120 / 8 Fixtures Per Primary Playing Area (PPA)
rt Average Maintained — 52.96
C015128W PPA Max : Min — 1.66
. PPA Coefficient of Variation (CV) - 0.13

58,977 Initial Lumens PPA Uniformity Gradient (UG) - 1.32

22’ Mounting Height

0.9 Light Loss Factor (LLF)
LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200
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- LED CourtBlade
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All light levels are maintained footcandle levels at 3-foot above court.

108 x 120/ 6 Fixtures Per grimary Il’\}[ay.itzglArga (PZI()%)84
verage Maintained — 40.
Court PPA Max : Min 2,03
e S528W PPA Coefficient of Variation (CV) - 0.17
e 58,977 Initial Lumens PPA Uniformity Gradient (UG) - 1.62
e 24’ Mounting Height
e 0.9 Light Loss Factor (LLF)

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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- LED CourtBlade
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All light levels are maintained footcandle levels at 3-foot above court.

108 x 120 / 8 Fixtures Per Court Primary Playing Area (PPA)
528W Average Maintained — 55.23

° L PPA Max : Min — 2.27
58,977 Initial Lumens PPA Coefficient of Variation (CV) - 0.20
24’ Mounting Height PPA Uniformity Gradient (UG) - 1.41
0.9 Light Loss Factor (LLF)

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200

Email: courtsider@lsi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

108 x 120 / 6 Fixtures Per I[;rimary Il’\l[aying_Arga (PI3’17%)22
: verage aintained — .
Court Perimeter Retrofit PPA Mox : Min - 2.50
* 528W PPA Coefficient of Variation (CV) - 0.18
e 58,977 Initial Lumens PPA Uniformity Gradient (UG) - 1.68
e 30’ Mounting Height
e 0.9 Light Loss Factor (LLF)

LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200
Email: courtsider@lsi-industries.com
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“<  LED CourtBlade

180ft
All light levels are maintained footcandle levels at 3-foot above court.

. Primary Playing Area (PPA
180 x 120 / 6 Fixtures Per Averagi Momtzimed (FPA)

Court e Court 1:41.30

528W o Court2:42.78
58,977 Initial Lumens PPA Max : Min
22’ Mounting Height e Court 1:2.00
0.9 Light Loss Factor (LLF) e Court 2: 1.87
PPA Coefficient of Variation (CV)
e Court1:0.18
e Court2:0.17
PPA Uniformity Gradient (UG)
o Court1:1.51
o Court2:1.51
LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@lsi-industries.com
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“+  LED CourtBlade

F 180ft 4

All light levels are maintained footcandle levels at 3-foot above court.

. Primary Playing Area (PPA
180 x 120 / 8 Fixtures Per Averarg}é Mot (EPA)

Court e Court 1:52.81

528W o Court2: 54.84
58,977 Initial Lumens PPA Max : Min
22’ Mounting Height e Courtl: 1.63
0.9 Light Loss Factor (LLF) e Court 2: 1.55
PPA Coefficient of Variation (CV)
e Court1:0.13
e Court2:0.12
PPA Uniformity Gradient (UG)
e Courtl:1.29
e Court2:1.28
LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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“+  LED CourtBlade

F 156ft 1

All light levels are maintained footcandle levels at 3-foot above court.

156 x 120 / 6 Fixtures Per Primary Playing Area (PPA)
Court Average Maintained
e Court 1:40.84
e 528W N e Court 2:42.95
e 58,977 Initial Lumens PPA Max : Min
e 24’ Mounting Height e Courtl:2.17
e 0.9 Light Loss Factor (LLF) e Court?2:2.06

PPA Coefficient of Variation (CV)
e Court1:0.17

e Court2:0.21

PPA Uniformity Gradient (UG)

LSI Sports Lighting e Court1: 1.59
10000 Alliance Rd, Cincinnati, OH 45242 e Court2: 1.61
Phone: 513-793-3200

Email: courtsider@lsi-industries.com
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“<  LED CourtBlade

L 156ft !

All light levels are maintained footcandle levels at 3-foot above court.

156 x 120 / 8 Fixtures Per Primary Playing Area (PPA)
C t Average Maintained
our o Court 1: 54.84
e S28W e Court 2: 58.74
e 58,977 Initial Lumens PPA Max : Min
e 24’ Mounting Height e Court1:2.05
e 0.9 Light Loss Factor (LLF) e Court2:1.89

PPA Coefficient of Variation (CV)

e Court1:0.17

e Court2:0.16

PPA Uniformity Gradient (UG)
LSI Sports Lighting e Courtl:1.41

10000 Alliance Rd, Cincinnati, OH 45242 e Court2:1.43
Phone: 513-793-3200
Email: courtsider@lsi-industries.com
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“+  LED CourtBlade
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All light levels are maintained footcandle levels at 3-foot above court.

204 x 120 / 6 Fixtures Per e o s (PPA)
Court o Court1:42.12

e 528W e Court2: 45.55

e 58,977 Initial Lumens PPA Max : Min

e 24’ Mounting Height e Court 1:2.06

e 0.9 Light Loss Factor (LLF) e Court 2: 2.03

PPA Coefficient of Variation (CV)
e Courtl:0.16

e Court2:0.18

PPA Uniformity Gradient (UG)

e Courtl:1.43

e Court2:1.46

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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LED CourtBlade

All light levels are maintained footcandle levels at 3-foot above court.

204 x 120 / 8 Fixtures Per Primary Playing Arca (PPA)
Court Average Maintained
e Court 1:58.12
o 528W N e Court 2: 66.03
e 58,977 Initial Lumens PPA Max : Min
e 24’ Mounting Height e Court1:2.78
e 0.9 Light Loss Factor (LLF) e Court2:2.39

PPA Coefficient of Variation (CV)
e Court 1:0.23

e Court2:0.23

PPA Uniformity Gradient (UG)

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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“+  LED CourtBlade
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108 x 240 / 6 Fixtures Per

Court
o S528W
e 58,977 Initial Lumens
a1 ‘41 B2z 33 B0 T 7 ® 24 Mounting Helght
ooy o o B e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained — 42.27

PPA Max : Min — 2.29

PPA Coefficient of Variation (CV) - 0.18
PPA Uniformity Gradient (UG) - 1.62
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com




20

LSI Sports Lighting

“+  LED CourtBlade
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108 x 240 / 8 Fixtures Per

Court

528W

58,977 Initial Lumens

24’ Mounting Height

0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)
Average Maintained — 58.44
PPA Max : Min — 2.50
PPA Coefficient of Variation (CV) - 0.20
PPA Uniformity Gradient (UG) - 1.48
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200
Email: courtsider@lsi-industries.com
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““  LED CourtBlade
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All light levels are maintained footcandle levels at 3-foot above court.

68 x 64 / 2 Fixtures Per Primary Playing Area (PPA)
rt Average Maintained — 35.82
C015128W PPA Max : Min — 1.84
* . PPA Coefficient of Variation (CV) - 0.18
* 58977 Initial Lumens PPA Uniformity Gradient (UG) - 1.40
e 26’ Mounting Height
e 0.9 Light Loss Factor (LLF)
LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@lsi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

68 x 64 / 3 Fixtures Per Primary Playing Area (PPA)
Average Maintained — 53.44
Court PPA Max : Min — 2.17
° J28W . PPA Coefficient of Variation (CV) - 0.21
e 58,977 Initial Lumens PPA Uniformity Gradient (UG) - 1.37
e 24’ Mounting Height
e 0.9 Light Loss Factor (LLF)

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

68 x 64 / 4 Fixtures Per irimary Il’\}[ayinglArga (Pég%gg
verage amtained — .
Court PPA Max : Min — 1.66
e S528W PPA Coefficient of Variation (CV) - 0.14
e 58,977 Initial Lumens PPA Uniformity Gradient (UG) - 1.24
e 24’ Mounting Height
e 0.9 Light Loss Factor (LLF)
LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@lsi-industries.com
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“+  LED CourtBlade
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68 x 128 / 2 Fixtures Per

Court

e 528W

e 58,977 Initial Lumens

e 24’ Mounting Height

e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained — 38.71

PPA Max : Min — 1.96

PPA Coefficient of Variation (CV) - 0.17
PPA Uniformity Gradient (UG) - 1.40
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200
Email: courtsider@lsi-industries.com

“+  LED CourtBlade

68 x 128 / 3 Fixtures Per

Court

e 528W

e 58,977 Initial Lumens

e 24’ Mounting Height

e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained — 57.41

PPA Max : Min — 2.31

PPA Coefficient of Variation (CV) - 0.19
PPA Uniformity Gradient (UG) - 1.39
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- LED CourtBlade

68 x 128 / 4 Fixtures Per

Court

e 528W

e 58,977 Initial Lumens

e 24’ Mounting Height

e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained — 74.39

PPA Max : Min — 1.94

PPA Coefficient of Variation (CV) - 0.17
PPA Uniformity Gradient (UG) - 1.26
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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“  LED CourtBlade

T
50 x 94 / 4 Fixtures Per Court
38 38 34 38 38 o 528W

e 58,977 Initial Lumens
e 26’ Mounting Height

J, e 32 33 +31.'I +33 '32 e 0.9 Light Loss Factor (LLF)

L

2 2

32 33 \'30/ 33 32 Primary Playing Area (PPA)

Average Maintained— 30.40

PPA Max : Min— 2.44

PPA Coefficient of Variation (CV) - 0.25
PPA Uniformity Gradient (UG) - 1.71

All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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50 x 94 / 6 Fixtures Per Court
o S528W

e 58,977 Initial Lumens

e 24’ Mounting Height

e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained— 44.64

PPA Max : Min— 1.53

PPA Coefficient of Variation (CV) - 0.12
PPA Uniformity Gradient (UG) - 1.31
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All light levels are maintained footcandle levels at 3-foot above court.

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@Isi-industries.com
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50 x 94 / 8 Fixtures Per Court
o S528W

e 58,977 Initial Lumens

e 26’ Mounting Height

e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)

Average Maintained— 51.88

PPA Max : Min— 2.70

PPA Coefficient of Variation (CV) - 0.24
PPA Uniformity Gradient (UG) - 2.04
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LED CourtBlade

30 x 60 / 4 Fixtures Per Court
e 528W
e 58,977 Initial Lumens

e 26’ Mounting Height

HO8
H09
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e 0.9 Light Loss Factor (LLF)

Primary Playing Area (PPA)
Average Maintained— 39.33
! PPA Max : Min— 2.29
PPA Coefficient of Variation (CV) - 0.23
PPA Uniformity Gradient (UG) - 1.71
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VOLLEYBALL COURT
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All light levels are maintained foot-candle levels at 3-foot above court.

LSI Sports Lighting
10000 Alliance Rd, Cincinnati, OH 45242
Phone: 513-793-3200

Email: courtsider@lsi-industries.com
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LED CourtBlade
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VOLLEYBALL COURT

Z=3

All light levels are maintained foot-candle levels at 3-foot above court.

80 x 100 / 4 Fixtures Per Court

e 528W

e 58,977 Initial Lumens

e 26’ Mounting Height

e 0.9 Light Loss Factor (LLF)

LSI Sports Lighting

10000 Alliance Rd, Cincinnati, OH 45242

Phone: 513-793-3200
Email: courtsider@lsi-industries.com

Primary Playing Area (PPA)

Average Maintained— 41.33

PPA Max : Min— 2..50

PPA Coefficient of Variation (CV) - 0.24
PPA Uniformity Gradient (UG) - 1.68
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